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ADVANCE \D 205.95
    ACSM


American Congress on Surveying and Mapping

    A-E



Architect-engineer firm.  For the purposes of  this document, the term A-E also refers to consulting firms composed of licensed surveyors and other professionals involved in the acquisition of GDS data and in the development of GDS's.

    A/E/C



Architectural, Engineering, and Construction

    AERMP


A-E Responsibility Management Program

    ALTA


American Land Title Association

    AM



Automated Mapping

    AM/FM


Automated mapping/facilities management

    AML



Automated macro language

    ANSI



American National Standards Institute

    Application

Software designed to meet software specific needs and per​form spec​ific tasks, unlike system software which runs other software.

    ARC/CAD


GIS software program, which operates as an AutoCAD appli​cation, developed by Environmental Systems Research Insti​tute, Inc. (ESRI), registered and trade​marked by ESRI.

    ARC/INFO


GIS software program developed by Environmental Systems Research Institute, Inc. (ESRI), registered and trademarked by ESRI.

    ASCE



American Society of Civil Engineers

    ASPRS


American Society of Photogrammetry and Remote Sensing

    Attribute


Descriptive or characteristic information con​cerning a particu​lar graphical object or entity.

    AutoCAD


CADD software program devel​oped by Autodesk, Inc., regis​tered and trademarked by Autodesk, Inc.

    Bit-mapped

Also raster image.  A digital image made up of pixels (on‑screen dots).

    CADD


Computer-aided design and drafting

    CBD



Commerce Business Daily
    CD-ROM


Compact disk, read-only memory.  A form of data stor​age that uses laser optics rather than magnetic means for read​ing data.

    Cell/block


An association of elements that can be stored and placed as a group and then manipulat​ed as a group of indi​vidual elements.

    Compatible


Data that can be accessed directly by the target CADD soft​ware and platform with​out transla​tion or preproc​essing of data files.

    CONUS


Continental United States

    COR



Contracting Officer's Representative

    CORS



Continuously Operating Reference Sta​tions

    CPU



Central processing unit.  Refers to the computer's main pro​cess​ing chip, or “brain” of the machine.

    Crosshatch


A specific configuration of hatch lines used to aid in delin​eat​ing graphi​cal fea​tures.

    Data



Information, the components of products, and the prod​ucts them​selves.

    Database


A collection of information organized for easy retrieval.  Data​bases are organized into a hierarchy of files having a pre​determined structure and organization that can be com​mu​ni​cated, interpreted, or pro​cessed by a specific pro​gram.

    DBMS


Database management system

    DEM



Digital Elevation Model

    DFAR


Defense Federal Acquisition Regulation

    DFX



Drawing Exchange Format

    DGPS



Digital global positioning system

    Directory


A file that contains the names of other files.

    Diskette


Also called floppy diskette.  A flat piece of flexible plastic cov​ered with a magnetic coating which is used to store digi​tal data.  Current sizes are 5.25 in. and 3.5 in.

DFAR


Defense Federal Acquisition Regulation

    DMA



Defense Mapping Agency

    DoD



Department of Defense

    DTM



Digital Terrain Model

    EC



USACE Engineer Circular

    EM



USACE Engineer Manual

    EO



Executive Order

    ER



USACE Engineer Regulation

    FAR



Federal Acquisition Regulation

FGDC


Federal Geographic Data Committee

    File



A group of related informa​tion.

    File format


A defined digital organization and arrangement which deter​mines how a computer file will be written and displayed on screen or in print.

    FIPS



U.S. Federal Information Processing Standards

    FM



Facility Management

    GDS



Geospatial Data Systems.  Any automated computer system that employs data referenced to a location on the earth.

    GD&S


Geospatial Data and Systems.  Term used when both the GDS and data are referred to.

    GFM



Government Furnished Materials

    GIS



Geographic Information System

    GPS



Global Positioning System

    Graphic data

Data which are not required to display or plot a graphi​cal entity or object.

    HTRW


Hazardous, Toxic, and Radioactive Waste

    IGES



Initial Graphics Exchange Information

IGLD85



    Informix


A relational database manage​ment system devel​oped by Informix Soft​ware, Inc., regis​tered and trade​marked by Infor​mix Soft​ware, Inc.

    IP




Image processing

    ISO



International Standards Organization

    LADGPS


Local Area Differential GPS

    Line style/type

A specific line pattern which type has vector properties and is used to delineate between dif​ferent graphical entities which are represented by lines or polygons.

    Links



An electronic relationship between similar attributes or fields  in a  database.

    LIS



Land Information System

LWRP

    MGA



Modular GIS Analysis

    MGE



Modular GIS Environment.  The GIS software program developed by Intergraph, Inc., registered and trade​marked by Intergraph, Inc.

    MicroStation

The CADD software program devel​oped by Bentley, Inc., regis​t​ered and trade​marked by Bentley, Inc.

    MLLW


Mean Lower Low Water

    MS-DOS


Microsoft Disk Operating Sys​tem, a registered trade​mark of the Microsoft Corpo​ration.  Software that allows applica​tion pro​grams to inter​act with the com​puter's hardware and trans​lates the user's commands.

    NAD



North American Datum

    NAD27


North American Datum of 1927

    NAD83


North American Datum of 1983

    NAVD


North American Vertical Datum

NAVD88


North American Vertical Datum, 1988

    NGVD29


National Geodetic Vertical Datum 1929

    NIST



National Institute of Standards and Technology

    Nongraphic data

Data which provide information about a graphical entity or object, but are not required to display or plot the graphical entity or object.

    NOS



National Oceanic Survey

    NSDI



National Spatial Data Infrastructure

    NSRS



National Spatial Reference System

OCONUS


Outside the Continental United States

ODBC


Open Database Connectivity

    OMB



Office of Management and Budget

Operating system
A computer software program system which provides com​mands and functions used by other com​puter pro​grams to communi​cate with the computer hardware equipment.

Oracle


A relational database manage​ment system, devel​oped by Oracle Corpo​ration, registered and trademarked by Oracle Corporation.

    Origin



In coordinate geometry, the point where the x-, y-, and z-axes intersect.

    Paint



A software program using pixel pro​gram (raster) images to permit elec​tronic paint​ing and drawing.

    Path



The route consisting of drive and directory address used by the operating system to find a program or file.

Pattern


A specific configuration of lines, dots, or other graphi​cal objects used to aid in delineat​ing graphical features.

    PC



Personal computer with an Intel, or Intel-compatible, CPU.  Nor​mally contains a  486 or pentium CPU for CADD applications.

    Pixel



Tiny dots grouped together to form the images dis​played on the computer screen.

PKZIP/PKUNZIP
A shareware utility computer software program which pro​vides for compression and decom​pression of pro​grams and files.

    PL



Public Law

    Plane



A spatial element in geometry that may or may not have a boundary, but is level, having no ele​vations or depressions, and is two-dimensional.

    QA



Quality Assurance

    QC



Quality Control

    QCP



Quality Control Plan

Relational Data​base
A database management system that uses SQL, the

System (RDBMS)
structured manage​ment query language origi​nally devel​oped by IBM, to implement and query data in rela​tional tables.

Relational Interface
A generic relational database interface that isolates the differences in spe​cific vendors' rela​tional data​base manage​ment sys​tems.

Resolution


A means for defining the sharp​ness or clarity of a com​puter image made of pixels.  The higher the resolu​tion, the clearer the image.

RMSE


Root mean square error 

Scanner


An electronic device which converts an image from paper into a raster image stored in an elec​tronic com​puter file.

    SDTS



Spatial Data Transfer Standard

Software


An electronic digital program which contains instruc​tions used to perform certain tasks on a computer or to manage a com​puter's operation.

    SOW



Statement of Work

    SPCS System

State Plane Coordinate System

    SQL



Structured query language.  Originally devel​oped by IBM for creating, modify​ing, and query​ing rela​tional data​bases.  Has evolved into an ANSI, ISO, and FIPS standard.

    Target



The type of computer hardware, CADD operat​ing sys​tem soft​ware, basic system CADD software, CADD appli​cation software, and database software on which the data from a digital CADD file must be directly accessible without transla​tion or prepro​cessing.

Target installation
Installation, office, or organization which will be using the CADD-generated data and files.

Text font


A specific style and size of letters, characters, and num​bers.

    TM



USACE Technical Manual

TSSDS


Tri-Service Spatial Data Standards

TSTC



Tri-Service Technology Center

    UNIX



The operating system and family of related utilities origi​nally developed by AT&T Bell Laboratories.

USACE


U.S. Army Corps of Engi​neers

    USGS



U.S. Geological Survey

USNAVOCEANO
U.S. Naval Oceanographic Office

    UTM



Universal Transverse Mercator

Vector


A quantity possessing both magnitude and direction, gen​erally represented by a line.  Vectors can be manip​u​lated geometrically and are repre​sented as a coordinate triple (x, y, z).

WAAS


Wide Area Augmented GPS

Windows


Windows operating system software, a registered trade​mark of the Microsoft Corpo​ration.  Software that provides a graph​ical interface, allowing appli​cation programs to inter​act with the computer hardware and translates the user's com​mands.  Windows, version 3.1 and below, requires MS-DOS to operate.

Windows NT

Windows New Technology operating system, a regis​tered trade​mark of the Microsoft Corporation.  Software that allows application pro​grams to interact with the PC or work​station hardware, translates the user's com​mands, and does not require MS-DOS to operate.

Workstation

A terminal that contains an internal CPU and can oper​ate in a stand-alone mode or as part of a network.
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