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ERMA DOMAIN�
ERMA MSLINK VALUE�
ERMA DOMAIN DESCRIPTION�
CORRESPONDING TSSDS DOMAIN�
�
Fluid Type �
10245�
Abbreviated names for fluids in the project area.�
well - fluid type�
�
Main Lithology�
10250�
Describes the composition of the rocks at a site in terms of color, mineralogic makeup, and grain size.�
env-lithology type�
�
Collection Method�
13201�
Describes the manner in which a sample was obtained.�
None*�
�
Sampling Equipment�
13202�
Instruments or other machinery used to collect an environmental sample.�
env-sampling equipment�
�
Sampling Location Type�
13203�
Describes from where an environmental sample was collected.�
env-location class code�
�
Sampling Type�
13204�
Describes the sample type from a QA/QC perspective.�
env-sample type code�
�
Sample Matrix�
13205�
Describes the medium of a particular environmental sample.�
env-sample matrix type�
�
Analysis Protocol�
13206�
Describes the analysis protocol used for a specific environmental sample�
env-reference sample QC code�
�
Partition or Analysis Class�
13207�
Broad category of types of compounds or analytes being analyzed for in a sample.�
None�
�
Analysis Method�
13208�
Specific method used by a laboratory to analyze an environmental sample�
env-analytical method code�
�
Analysis Basis�
13209�
Describes the basis under which a laboratory reports its results.�
env-analytical result basis�
�
Extraction Method�
13210�
Describes a standard laboratory protocol for the preparation / extraction of an environmental sample for analysis.�
env-extraction method code�
�
Column Type�
13211�
Describes the column used in the laboratory analysis of a sample.�
None�
�
Value Name�
13212�
Abbreviated versions of the names of compounds/analytes in environmental samples.�
env-parameter label code�
�
CAS Number�
13213�
The Chemical Abstract Services numbers for the compounds or analytes in environmental samples.�
None�
�
Value Qualifier�
13214�
A qualifier that applies to an analytic result.�
env-parameter value qualifier�
�
QA Qualifier�
13215�
A qualifier that applies when there is reason to believe that the quality of a result is suspect.�
env-laboratory note�
�
Sampling Location Status�
13216�
Derived from EPA's GRITS, used to describe the relative quality of the sampling location.�
None�
�
Well Status�
13401�
Describes the relative condition / operational status of a well.�
well - well status�
�
Well Type�
13402�
Value that describes the type of well or boring.�
well - well type classification�
�
Completion Method�
13403�
Value that describes the type or method of well completion.�
well - construction type�
�
Drilling Method�
13404�
Describes the equipment / method used to install a well.�
geology - drill / excavation meth�
�
Casing Status�
13405�
Describes the status of the well casing. �
None�
�
Casing or Screen Material�
13406�
Describes the type of material of which the well casing or screen is fabricated.�
geology - casing material type  OR  well - protective casing mat�
�
Fill or Seal Type�
13407�
Describes the material used as fill for, or to be used as a seal for a well.�
geology - constr/fill mat code�
�
Screen Type�
13408�
A description of the type of screen installed in a well.�
None�
�
Pump Type�
13409�
Describes the type of pump installed in a well.�
env - sampling equipment�
�
�
�
�
�
�
* The Tri Services Domain set env - sample method is more equipment-oriented.�
�
�
�
�



